
CR6310B CR6417L0
Dimensions 16.8” (W) x 17.9” (D) x 4.3” (H)

Weight 19.8 lbs (9.0 kg)

Bill Compartment Five (5) Fixed

Coin Compartment Six (6) Fixed

Coin Roll Compartment (4) Rear Cash Tray

Media Slot Yes - Non-Cash and Large Bill

Color Black

Interface Printer Interface USB Interface

Electrical Requirements
Solenoid Input 0.75A @ 12 VDC, 1.5 A @ 24 VDC, 100 ~ 250 msec.

10% duty cycle

Power Input 12 VAC @ 1 A N/A

USB Interface USB 1.0

Security Code N/A Through USB Driver

AC Adaptor Input 120 VAC ± 10% / 240 VAC ± 10% @ 50 - 60 Hz

AC Adaptor Output 12 VAC @ 1.5A

Drawer Open Sensor Yes

UPOS Compliance UPOS 1.7 UPOS 1.8

WEPOS Certified N/A Yes

Reliability
Whole Set Function Test MCBF: 1,000,000 open-close cycles (min.) @ 3.3 kg load

Paper Note Clip Test MCBF: 1,000,000 cycles (min.)

Key Lock Test MCBF: 1,000,000 cycles (min.)

Control Board MTBF 100,000 hrs

** The product information and specifications are subject to change without prior notice.
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Posiflex designs, engineers and manufactures:

Touch Screen Terminals  |  Tablets  |  Kiosks  |  Printers  |  Magnetic Stripe Readers  |  Cash Drawers  |  Rear/Pole Displays

CR6000 Series Cash Drawer

The CR6000 Series Cash Drawer is the latest offering from Posiflex. It inherits an embedded powder coat anti-scratch 
finish that protects the surface from wear and tear. The cash insert offers fixed 6-coin and 5-bill compartments, 
additional coin roll storage and locking metal cover. The enclosure includes a patented “screw-less” tamper resistant 
design. The chassis and drawer are made of durable metal with a MTBF of one million open/close operations.

CR6000 Series

• Rugged design with reinforced 
heavy gauge steel construction

• Durable anti-scratch embedded 
powder coat finish

• Innovative “screwless” tamper-
proof design

• Advanced electronics that 
extend the MTBF (Mean Time 
Between Failure)

• Larger ball bearing design 
with special guides for smooth 
operation

• Precision mechanical 
tolerances assure wobble-free 
installation

• Maximum security three (3) 
position lock design

• Microsoft® WEPOS Certified 
(Windows Embedded for Point-
of-Service)

KEY FEATURES


